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TBN ASTM D2896 9,1 9,1 9,1 9,1 8 9,1 °C

TAN ASTM D664 2,7 2,35 2,2 2,5 2,2 2,5 °C

N° JASO - M033IPN005 - M033IPN004 M033IPN002 M033IPN001 M033IPN003 °C

 TEST METHOD
 TYPICAL VALUES

 DENSITY AT 20° C

VISCOSITY AT 100° C

VISCOSITY AT 40° C

VISCOSITY INDEX (VIE)

FLASH POINT

POUR POINT

 ISO12185 0,859 0,862 0 0,863 0,864 0,866 G/cm³

 ASTM D445 13,6 10,97 13,5 18,8 23,9 18,3 mm²/s

 ASTM D445 81,5 71,5 90,8 127,3 159,2 131,6 mm²/s

 ASTM D2270 171 144 150 167 182 156 -

 ASTM D92 226 234 232 228 226 236 °C

 ASTM D97 -36 -30 -33 -33 -36 -30 °C

  5W40 10W30 10W40 10W50 10W60 15W50
UNITS OF MESURE

Available grades:  
5W40 – 10W30 – 10W40 – 10W50 – 10W60 – 15W50

Full Power Katana is a 100% synthetic, ester-based lubricant for 
4-stroke motorcycles, designed to deliver good sports riding 
performance on the road. The "speed & easy shift" innovation 
will transform your riding experience. Gear changes are fast and 
smooth; you will discover pure riding pleasure and faster acceleration.

Technical data:

EN

FULL POWER KATANA
- 100% SYNTHETIC with ESTER -

Normes : JASO MA2 – API SN

API SG API SH API SJ API SL API SM API SNMA2
JASO T 903: 2011

Packaging:


